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Jelly Jar – Lamp Ready JJ Series

Specifications JJC12000/JJW12000  
(Fixture Only)

JJC12001/JJW12001  
(With Lamp E8A19DLED30/G2T)

Wattage

Lamp dependent, Max 15W

8W

Lumens 570

Efficacy ≥ 70 lm/W

Input Voltage 120V, 60Hz

CCT
Lamp dependent, Max 15W

3000K

Dimming None

Power Factor NA

Operating Temperature -4°F to 104°F (-20°C to 40°C)

Lens Frosted Polycarbonate Fixture: Frosted Polycarbonate 
  Lamp: Polycarbonate

Finish Gray

Environment IP65

Listings cETLus cETLus (Fixture), UL (Lamp)

Warranty 5 Years. Check maxlite.com/warranties for details.

Product Description
The Jelly Jar Lamp Ready luminaire is a durable 
weather-resistant fixture designed for wall or ceiling 
mounting applications that uses an LED Lamp source. 
Featuring an aluminum housing, frosted polycarbonate 
globe, and an E26 socket suitable for enclosed rated 
LED lamp, it provides reliable illumination for outdoor 
environments.

Features 
•	 Wall or Ceiling Mount Design: Flexible installation  

for indoor and outdoor applications 
•	 Globe: Frosted impact resistant UV stabilized 

polycarbonate provides soft, diffused uniform 
illumination. Clear and Glass versions available as  
an option.

•	 IP65 – designed for reliable outdoor performance
•	 Durable die cast aluminum housing and guard with 

corrosion resistant polyester powder coat finish
•	 Easy Maintenance: Standard E26 socket allows 

simple lamp replacement

Ordering Structure 

FAMILY APPLICATION VOLTAGE LAMP/LENS

JJ = Jelly Jar C =
W =

Ceiling Mount

Wall Mount

120 = 120V *00 = 
01 =

Frosted polycarbonate lens without lamp

Frosted polycarbonate lens with lamp

Wall Mount

* Enclosed rated < 15W LED lamp sold separately (See Accessory chart below)

Ceiling Mount
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Dimensions

Wall Mount

Ceiling Mount
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Accessories (Sold Separately)
MODEL NUMBER ORDER CODE DESCRIPTION IMAGE

EE12A19D927-JA8 112291 ENHANCED SERIES - ENCLOSED 12W 1,100LM E26 BASE A19 LED, DIM 90 CRI 2700K, JA8

EE12A19D930-JA8 112292 ENHANCED SERIES - ENCLOSED 12W 1,100LM E26 BASE A19 LED, DIM 90 CRI 3000K, JA8

EE12A19D940-JA8 112293 ENHANCED SERIES - ENCLOSED 12W 1,100LM E26 BASE A19 LED, DIM 90 CRI 4000K, JA8

EE12A19D950-T20 112294 ENHANCED SERIES - ENCLOSED 12W 1,100LM E26 BASE A19 LED, DIM 90 CRI 5000K, T20

EE14A19D927-JA8 112295 ENHANCED SERIES - ENCLOSED 14W 1,600LM E26 BASE A19 LED, DIM 90 CRI 2700K, JA8

EE14A19D930-JA8 112296 ENHANCED SERIES - ENCLOSED 14W 1,600LM E26 BASE A19 LED, DIM 90 CRI 3000K, JA8

EE14A19D940-JA8 112297 ENHANCED SERIES - ENCLOSED 14W 1,600LM E26 BASE A19 LED, DIM 90 CRI 4000K, JA8

EE14A19D950-T20 112298 ENHANCED SERIES - ENCLOSED 14W 1,600LM E26 BASE A19 LED, DIM 90 CRI 5000K, T20

EE8A19D927-JA8 112285 ENHANCED SERIES - ENCLOSED 8W 800LM E26 BASE A19 LED, DIM 90 CRI 2700K, JA8

EE8A19D930-JA8 112286 ENHANCED SERIES - ENCLOSED 8W 800LM E26 BASE A19 LED, DIM 90 CRI 3000K, JA8

EE8A19D940-JA8 112287 ENHANCED SERIES - ENCLOSED 8W 800LM E26 BASE A19 LED, DIM 90 CRI 4000K, JA8

EE8A19D950-T20 112288 ENHANCED SERIES - ENCLOSED 8W 800LM E26 BASE A19 LED, DIM 90 CRI 5000K, T20

VE12A19D827 112271 VALUE SERIES - ENCLOSED 12W 1,100LM E26 BASE A19 LED, DIM 80 CRI 2700K

VE12A19D830 112272 VALUE SERIES - ENCLOSED 12W 1,100LM E26 BASE A19 LED, DIM 80 CRI 3000K

VE12A19D840 112273 VALUE SERIES - ENCLOSED 12W 1,100LM E26 BASE A19 LED, DIM 80 CRI 4000K

VE12A19D850 112274 VALUE SERIES - ENCLOSED 12W 1,100LM E26 BASE A19 LED, DIM 80 CRI 5000K

VE14A19D827 112276 VALUE SERIES - ENCLOSED 14W 1,600LM E26 BASE A19 LED, DIM 80 CRI 2700K

VE14A19D830 112277 VALUE SERIES - ENCLOSED 14W 1,600LM E26 BASE A19 LED, DIM 80 CRI 3000K

VE14A19D840 112278 VALUE SERIES - ENCLOSED 14W 1,600LM E26 BASE A19 LED, DIM 80 CRI 4000K

VE14A19D850 112279 VALUE SERIES - ENCLOSED 14W 1,600LM E26 BASE A19 LED, DIM 80 CRI 5000K

VE8A19D827 112264 VALUE SERIES - ENCLOSED 8W 800LM E26 BASE A19 LED, DIM 80 CRI 2700K

VE8A19D830 112265 VALUE SERIES - ENCLOSED 8W 800LM E26 BASE A19 LED, DIM 80 CRI 3000K

VE8A19D840 112266 VALUE SERIES - ENCLOSED 8W 800LM E26 BASE A19 LED, DIM 80 CRI 4000K

VE8A19D850 112267 VALUE SERIES - ENCLOSED 8W 800LM E26 BASE A19 LED, DIM 80 CRI 5000K

6A19/BL/G1 114177 6W LED, A19, BLUE, NON-DIMMABLE, GEN 1

6A19/GN/G1 114178 6W LED, A19, GREEN, NON-DIMMABLE, GEN 1

6A19/YL/G1 114182 6W LED, A19, YELLOW, NON-DIMMABLE, GEN 1

6A19/OR/G1 114179 6W LED, A19, ORANGE, NON-DIMMABLE, GEN 1

6A19/RD/G1 114181 6W LED, A19, RED, NON-DIMMABLE, GEN 1

6A19/PK/G1 114180 6W LED, A19, PINK, NON-DIMMABLE, GEN 1


