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Socket Source™ – LED Light Engine Gen 4 – LESKT Series

PROJECT NAME:___________________________________________________________________   CAT. #: _________________________________________________________ 

NOTES:____________________________________________________________________________   FIXTURE SCHEDULE:_____________________________________________
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ORDER 
CODE MODEL NUMBER WATTAGE EQUIVALENCY OUTPUT EFFICACY CRI CCT

101160 LESKTD1027C/JA8 10W 40W 
Incandescent 800 lm 85 lm/W ≥90 2700K

101161 LESKTD1030C/JA8 10W 40W 
Incandescent 800 lm 85 lm/W ≥90 3000K

Ordering Information/Stocked Items

Product Description 
MaxLite’s Socket Source™ Light Engine series represents 
one of the easiest OEM paths to LED integration. It features 
a full length threaded body to adapt to various shade 
materials, while being fully cUL Recognized in support of 
OEM fixture listings. The 50,000 hour lumen maintenance 
rating ensures your customers many years of worry free 
use, while reducing UV exposure, and energy consumption. 

Features 
•	 Standard Nipple Threaded Hickey Base for Attachment 

and Wiring Ease
•	 Diffused Lighting for Reduced Point Source Glare
•	 High Color Rendering (CRI ≥90, R9 ≥50)
•	 TRIAC Dimmable
•	 Suitable for Damp Locations
•	 170° Beam Angle
•	 Not Suitable for Enclosed Fixtures

Construction
•	 PBT Back Housing
•	 Aluminum Heatsink
•	 Aluminum PCB
•	 Polycarbonate Diffuser
•	 Full-Height Threaded Body to Adapt to Thicker Lamp 

Shade Materials
•	 18 AWG, 105°C/300V Lead Wires

Controls
•	 Compatible with typical incandescent and TRIAC 

dimmer controls
•	 Capable of dimming down to 5% output*

Specifications LESKTD1027C/JA8 LESKTD1030C/JA8

Input Wattage 10W

Lumens Delivered 800 lm

Nominal Efficacy 85 lm/W

CCT 2700K 3000K

CRI ≥90

Color Consistency Proprietary Binning for Uniform Color

Calculated L70 Lumen 
Maintenance

50,000 hours

Distribution 170°

Input Voltage 120V, 60 Hz

Power Factor ≥0.90

Lens Polycarbonate

Operating Temperature -4°F to 104°F (-20°C to 40°C)

Certifications cUL Recognized, FCC, JA8-2025-E, RoHS

Environment Suitable for Damp Locations

Warranty 3 Year Warranty.  
Check maxlite.com/warranties for details.
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MANUFACTURER MODEL NUMBER

Lutron

DVLV-600P

DVCL-153P

SCL-153P

S-600P

LGCL-153P

CTCL-153P

LGCL-153P

Leviton
IPL06

6674-pow

Dimensions

Compatible Dimmers Applications

1.96"
49.78mm

1.54"
39.12mm

3.54"
89.91mm

0.519"
13.18mm


